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Definitions/Acronyms 
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EPBC Act Environment Protection and Biodiversity Conservation Act 1999 (Cth) 
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Report Summary 
This report provides an environmental assessment of CLTP Panel Products Pty Ltd’s proposed 
increase in production for an existing Cross-Laminated Timber Panel (CLTP) Facility in Wynyard.  
 
The proposal is to increase production capacity up to a maximum of 10,000m3 per year of 
manufactured timber product, from the current limit of 1,000m3 per year. The cross laminated 
timber manufacturing process involves planing and gluing boards of Eucalyptus nitens timber together, 
to produce structural building panels. The facility is contained in existing buildings in an industrial 
zoned site adjacent to Wynyard Airport. 
 
This report has been prepared based on information provided in the permit application and 
Environmental Effects Report (EER). Relevant government agencies and the public were consulted 
and their submissions, representations and comments considered as part of the assessment. 
 
Further details of the assessment process are presented in section 1 of this report.  Section 2 
describes the statutory objectives and principles underpinning the assessment. Details of the 
proposal are provided in section 3.  Section 4 reviews the need for the proposal and considers the 
alternatives. Section 5 summarises the public and agency consultation process. The detailed 
evaluation of environmental issues is contained in section 6. Other issues are discussed in section 7. 
The report conclusions are contained in section 8. 
 
Appendix 1 contains a list of commitments made by the proponent. Appendix 2 contains the 
environmental permit conditions for the proposal. 
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1 Approval Process 

A Notice of Intent in relation to the proposal was received by the Board of the Environment 
Protection Authority (the Board) on 3 June 2019  
 
An application for a permit under the Land Use Planning and Approvals Act 1993 (LUPA Act) in relation 
to the proposal was submitted to Waratah Wynyard Council on 2 August 2019. 
 
The proposal is defined as a ‘level 2 activity’ under clause 2(g), schedule 2 of the Environmental 
Management and Pollution Control Act 1994 (EMPC Act), being Wood Processing Works. 
 
The Board required that information to support the proposal be provided in the form of an 
Environmental Effects Report (EER) prepared in accordance with guidelines issued by the Board on 
5 July 2019. 
 
A draft of the EER was submitted to EPA Tasmania for review against the guidelines before it was 
finalised.  The final EER was submitted to Council with the permit application. 
 
Section 25(1) of the EMPC Act required Council to refer the application to the Board of the 
Environment Protection Authority (the Board) for assessment under the Act. The application was 
received by the Board on 20 August 2019.   
 
The EER was released for public inspection for a 14-day period commencing on 31 August 2019. An 
advertisement was placed in the Advocate and on the EPA website. The EER was also referred to 
relevant government agencies for comment.  No representations were received. 
 
The assessment has been undertaken by the Director, Environment Protection Authority under 
delegation from the Board. 
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2 SD Objectives and EIA Principles 

The proposal must be considered by the Board in the context of the objectives of the Resource 
Management and Planning System of Tasmania (RMPS), and in the context of the objectives of the 
Environmental Management and Pollution Control System (EMPCS) (both sets of objectives are 
specified in Schedule 1 the EMPC Act).  The functions of the Board are to administer and enforce 
the provisions of the Act, and in particular to use its best endeavours to further the RMPS and 
EMPCS objectives. 
 
The Board must assess the proposal in accordance with the Environmental Impact Assessment 
Principles defined in Section 74 of the EMPC Act. 
 
This assessment has been undertaken by the Director, Environment Protection Authority under 
delegation from the Board. 
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3 The Proposal 

CLTP Panel Products Pty Ltd is seeking to intensify production at an existing cross-laminated timber 
panel (CLTP) facility in Wynyard. The proposal will result in a maximum production limit of 
10,000m3 per year of manufactured timber product, increased from the current limit of 1000m3 per 
year under a Level 1 Permit issued in 2019 by Waratah Wynyard Council.   
 
The facility produces both CLTP and glue-laminated timber (GLT) products. CLTP consists of 
structural building panels made of multiple layers of solid wood boards glued together, with boards 
in each layer oriented in opposing directions. Similarly, GLT consists of layers of solid wood boards 
glued together, but all the layers are aligned in the same orientation to produce beams. The CLTP 
and GLT processes are outlined in Figure 3. The process uses rough-sawn and kiln dried Eucalyptus 
nitens, a plantation timber sourced from Tasmanian growers. 
 
The proposal site is located on land zoned as ‘General Industrial’ under the Waratah-Wynyard Interim 
Planning Scheme 2013 near the Wynyard Airport. Storage of materials and the manufacturing process 
will be undertaken in two existing sheds which contain the current Level 1 activity (Figure 2). 
 
The main characteristics of the proposal are summarised in Table 1.  A detailed description of the 
proposal is provided in Section 3 of the EER. 
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Table 1: Summary of the proposal’s main characteristics 

Activity 

Production of a maximum 10,000m3 per year of manufactured timber product (CLTP and GLT)  

Location and planning context 

Location 3 Waterworth St, Wynyard, TAS 7325 

Land zoning General Industrial 

Land tenure The site comprises three land parcels, see Figures 1 and 2. 

• CT 159530/40 and CT 156065/18 are leased to the Proponent by private trusts 

• “Lot 42”  within CT 159531/100 is leased from the Wynyard Airport 

Existing site 

Land Use Industrial zone, land was previously part of the Wynyard Airport.  

Topography Flat area, approximately 17-18m elevation 

Geology Quaternary Aeolian sands 

Soils Sandy soils 

Hydrology One unnamed watercourse exists within 200m of the site. It flows northward through a pipe 
beneath Reservoir Drive, the proposal site, and the former airport land, and eventually 
connects into Big Creek and the Inglis River.  

Natural Values The site has been entirely disturbed, and is mostly covered with buildings or concrete/asphalt.  

No threatened flora or fauna have been recorded on site according to a Natural Values Atlas 
search (NVA).  

Local region 

Climate Rainfall is approximately 981mm/year. July is the wettest month with 133mm rainfall. 

At 9:00am, the predominant wind direction is westerly. At 3:00pm, the predominant wind 
direction is westerly with an increased proportion of south-westerly winds.  

Surrounding land 
zoning, tenure 
and uses 

The site is located within an existing industrial area, zoned as General Industrial. 

The closest residentially zoned area is approximately 220m to the northwest of the site. 
However, two residences exist on Reservoir Drive within the industrial zone, 50m and 100m 
to the south east of the site (Figure 3). 

The current boundary of Wynyard Airport is 80m to the east of the site, and the closest 
runway is 420m to the south-east. An open space which previously formed part of the 
operational part of the airport sits immediately to the north of the site. 

Land to the south and west of the industrial zone is predominantly used for grazing, and is 
zoned Rural Living and Rural Resource.  

Species of 
conservation 
significance 

The closest threatened fauna species recorded near the site is the grey goshawk, Accipiter 
novaehollandiae, 400m from the site (in 1991).  

The NVA identified 18 species of threatened fauna that could potentially be found within 
500m of the site, based on modelled range boundaries (Appendix 1 of the EER).  
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Proposed infrastructure 

Major equipment Optimizing cut off machine 

Planers 

Finger joiner 

Vacuum Presses 

CNC machines for panels 

Chain transfers 

Compressor 

Overhead crane 

Dust collection system 

Forklifts 

Other 
infrastructure 

Two existing industrial sheds, Building A and Building B in Figure 2. 

Inputs 

Water Not used in the manufacturing process, however some water will be used for cleaning and 
domestic purposes.  

Energy Machinery will operate from mains power (see Table 2 of the EER for indicative power levels). 
Forklifts will be run on LPG  

Other raw 
materials 

Rough sawn plantation timber (Eucalyptus nitens) boards. At maximum capacity, approximately 
11,236m3 timber would be required to produce 10,000m3 of manufactured product.  

Urethane adhesive (Purbond HB S309), classified as hazardous. Predicted maximum use is 
5m3 per year. The adhesive is considered to be inert once it has been cured.  

Wastes and emissions 

Liquid No liquid or water waste is expected from the process. There will be some waste water 
discharged to the sewer from cleaning and domestic uses. 

Atmospheric Sawdust from the cutting and planing of timber, and localised vapours from the urethane 
adhesive. 

Solid Timber offcuts, sawdust collected within the waste extraction system and floor sweepings. A 
proportion of timber waste will contain glue residues, and some consumables used in the 
manufacturing process will result in solid waste. 

Controlled wastes Waste oils, solvents and cleaning products from the manufacturing process. 

Noise Plant noise within building (planers, compressor, optimizing cut off machine and chain 
transfers), mobile plant, exhaust from the dust extraction system and truck movements. 

Greenhouse gases Operation of machinery (mains power), vehicles and mobile plant 

Construction and operations 

Proposal 
timetable 

The activity is already operating as a level 1 activity, and the proposal will not require 
additional construction or equipment to allow for the proposed increased production.  
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The project life is expected to be six years. The proposed production of manufactured 
product per annum will increase following approval, dependent on the market. Predicted 
volumes are: 

• Year 1: 700m3 
• Years 2-3: 3,500m3 
• Maximum: 10,000m3 

Operating hours 
(ongoing) 

0700 to 1700 hours, Monday to Friday 
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Figure 1: Location Plan.  Adapted from Wynyard CLTP Facility Environmental Effects Report (Figure 1), GHD, 2019 
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Figure 2. Project Site Plan. Adapted from Wynyard CLTP Facility Environmental Effects Report (Figure 2), GHD, 2019 

CT 159530 Lot 40 (no 3) 
Building A 

CT 156065  

Lot 18 (no 29-31) 

 Building B 
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Figure 3. Indicative location of sensitive receptors in relation to proposal. Adapted from Wynyard CLTP Facility Environmental Effects Report – Appendix B (Figure 2-1), GHD, 2019 
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Figure 4. CLTP Manufacturing process flowchart.  Adapted from Wynyard CLTP Facility Environmental Effects Report (Figure 3), GHD, 2019 
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4 Need for the Proposal and Alternatives 

The proposal aims to provide a pilot plant for product development of CLTP and GLT products, with the 
intention to produce for local and national markets. The increased limit to 10,000m3 would allow the facility 
to operate full time over the course of the entire year. Under the current limit of 1,000m3 the production 
capacity will be reached in three months.  

No alternative locations were considered for the proposal, as the site is permitted for the activity and zoned 
for industrial use. The proposed increase in production capacity would not require any additional 
construction or machinery from the current permitted Level 1 activity. 
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5 Public and Agency Consultation 

No public representations were received.  
 
The following Divisions/areas of the Department of Primary Industries, Parks, Water and 
Environment also provided advice on the EER: 
 

• Regulator, EPA Tasmania 

• Noise Specialist, EPA Tasmania 

• Air Specialist, EPA Tasmania 
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6 Evaluation of Environmental Issues 

EPA Tasmania has evaluated environmental issues considered relevant to the proposal. Details of 
this evaluation, along with the permit conditions required by the Director, are discussed below: 
 
The following issues are discussed: 

1. Noise emissions 
2. Air emissions 
3. Waste management 
4. Environmentally hazardous substances 
5. Decommissioning and rehabilitation 

 

General conditions 

The following general conditions will be imposed on the activity: 
 

Q1 Regulatory limits 
G1 Access to and awareness of conditions and associated documents 
G2 Incident Response 
G3 No changes without approval 
G4 Change of responsibility 
G5 Change of ownership 
G6 Complaints register 
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Issue 1: Noise emissions 

Description of potential impacts 

Noise emissions produced by timber processing facilities without mitigation measures or adequate 
separation distances have potential to cause annoyance and disturbance to sensitive receivers. 
The Wynyard CLTP facility will generate noise from several activities, including plant noise from 
within the buildings, such as a planer, saw, chain transfers and compressors. Other noise sources 
include exhaust from the dust collection system, mobile plant, and truck movements, with 
deliveries expected up to six times per week. 

A desktop noise assessment modelled noise levels at the sensitive receivers surrounding the CLTP 
Facility (Refer to Appendix C of the EER). The nearest identified sensitive receivers to the site 
are two residences within a “General Industrial” Zone on Reservoir Drive, 50 to 100m from the 
site (R39 and R40 in Figure 3 and Appendix C of the EER). The predicted maximum daytime noise 
levels at these is 52 dB(A) and 44 dB(A) respectively. The noise assessment nominates a noise 
target level of 55 dB(A) at these receivers during operating hours of the facility, which takes into 
account the existing acoustic environment and use of the premises.  

The next nearest receivers are multiple residences within a residential area on Goldie Street, 
220m to the north west of the site,  which have predicted noise levels ranging from 24 dB(A) to 
33 dB(A) (R1-R26 in Figure 3 and Appendix C of the EER). One other residential property exists 
further east from the residences on Goldie Street (R42), within an industrial area, which has 
predicted sound level of 42 dB(A). 

Other receivers nearby include industrial premises, with one neighbouring operation (R49 in 
Appendix C of the EER) having a predicted maximum noise level of 67 dB(A). 

Management measures proposed in EER 

• All equipment and machinery will be maintained as per manufacturer’s specification. 
• Shed doors will be kept closed during operation as often as possible (this is also crucial for 

temperature control of the process). 
• All personnel on site will be made aware of the potential for noise impacts to surrounding 

residential properties. 
• If delivery trucks are to remain stationary on site for an extended period (e.g. >5 minutes) 

they will turn off their engines. 
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Public and agency comment 

There were no public or agency comments. 

Evaluation 

The noise assessment indicates that the noise levels from the activity are predicted to be 
acceptable for the bulk of residences in the residential area on Goldie Street (R1 to R26). Noise 
levels are higher for the residences identified on Reservoir Drive (R39 and R40) within the 
‘General Industrial Zone’ (Figure 3). EPA Tasmania’s noise specialist has advised that, given the 
existing industrial/commercial noise environment at this location, it is appropriate to consider 
these two residences as less sensitive than those on Goldie Street. 

As a result, it is considered appropriate to apply higher noise limits for the residences within the 
industrial area than for other residences. The noise specialist also noted that it is appropriate to 
apply a noise limit to industrial receptors in other ownership. The predicted noise level identified 
at industrial receptor R49 (Figure 3) of 67 dB(A) is considered likely to fall within the limits 
detailed below, however may require attention in the future if it cannot meet requirements. 

The proposed operating hours of 0700 hours - 1700 hours Monday to Friday are reflected in 
condition OP1, and are necessary to minimise the chances of noise from the activity creating 
nuisance on all residences. In addition, noise emission limits are considered appropriate to 
minimise noise impacts. The proponent will be required to comply with limits imposed by 
condition N1, which reflect the risk of noise causing nuisance at different premises. 

Condition N1 specifies maximum noise limits at all sensitive receptors (with the exception of 
the two residential properties identified as R39 and R40 in Appendix C to the EER) of: 

• 45 dB(A) between 0700 hours and 1800 hours (Day time) 
• 40 dB(A) between 1800 hours and 2200 hours (Evening time) 
• 35 dB(A) between 2200 hours and 0700 hours (Night time) 

Condition N1 also specifies noise limits at the two residences, within the industrial area at 
numbers 20 and 26 Reservoir Drive (identified as R39 and R40 in Appendix C to the EER, and 
defined by land titles land titles CT 108979/7 and 141143/1), of: 

• 55 dB(A) between 0700 hours and 1800 hours (Day time) 
• 45 dB(A) between 1800 hours and 2200 hours (Evening time) 
• 40 dB(A) between 2200 hours and 0700 hours (Night time) 

In addition, under condition N1, noise emissions from the activity when measured at any 
industrial and commercial premises in other ownership will also be limited at all times to 65 dB(A) 
to prevent potential harm to workers. Based on the noise emission predictions, compliance with 
these limits is expected. 

Condition N2 requires that any noise complaints received by the activity are reported to the 
Director within 24 hours, and Condition N3 requires that a noise survey is carried out at times 
as reasonably required by the Director to ensure that potential issues can be investigated as 
necessary. Condition N4 is included to ensure that the noise survey method and reporting is 
undertaken to the satisfaction of the Director. 
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Conclusion 

The proponent will be required to comply with the following conditions: 

OP1 Operating hours 

N1 Noise emission limits 

N2 Noise complaints 

N3 Noise survey requirements 

N4 Noise survey method and reporting 
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Issue 2: Air Emissions 

Description of potential impacts 

Timber processing facilities may produce air emissions which could affect site workers, local 
residents and the environment if not effectively managed. Several processes within the Wynyard 
CLTP facility will generate sawdust, such as joining, cutting and planing, and some of the sawdust 
will contain glue residues which are considered inert after the curing process. Dust has the 
potential to create environmental nuisance or harm if allowed to cross the boundary of the 
premises. The EER states that the urethane adhesive used in the manufacturing process, classified 
as hazardous, will produce vapours before curing on contact with air and localised to within 
several metres of application. 

 

Management measures proposed in EER 

• Cutting, sawing and planing will take place within enclosed compartments serviced by a dust 
collection system.  

• The system will convey dust to a reverse air filter (also known as a reverse air bag filter or 
baghouse) through ducts, where dust will be removed from the air. See Figure 3 for a flow 
chart representing the process. The EER states that dust emissions from the filter will comply 
with the Environment Protection Policy (Air Quality) 2004 for an emission rate of 0.17mg /m3 (3 
minute average) at the boundary of the activity site. 

• Dust from the collection system will be vacuum loaded into sealed waste skips. 
• The facility floor will be swept regularly, with sweepings deposited in sealed waste skips. 
• Any sawdust accidentally released during waste disposal will be cleaned up immediately. 
• Timber processing will take place in buildings, reducing the potential for windblown dust. 

Openings to the buildings will be fitted with curtains to minimise dust escape.  
• Commitment 2 - An online complaints register to monitor and address any dust, noise or 

other complaints will be maintained. 

 

Public and agency comment 

No public or agency comment was received.  

Evaluation 

The dust emission management measures proposed are consistent with those presented in 
Environmental Guidelines for Wood Processing, EPA Tasmania (2018), and considered adequate to 
result in a low risk of dust emissions from the site. Other than obligations under work health and 
safety requirements for employees working in the facility (discussed in Issue 3 below), no 
additional measures are proposed for environmental management of vapours from the urethane 
adhesive. Condition A1 is imposed to ensure that the sawdust collection and storage system is 
maintained to prevent fugitive dust emissions from creating environmental nuisance, and 
condition A2 will require the effective control of materials such as sawdust during transport, to 
prevent escape. 
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Conclusion 

The proponent will be required to comply with the following conditions: 

A1 Control of fugitive dust emissions – Sawdust 

A2  Covering of vehicles 
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Issue 3: Environmentally Hazardous Substances 

Description of potential impacts 

Environmentally hazardous substances used at timber processing operations include chemicals, 
fuels, oils and wastes, and can cause significant environmental damage if released to the 
environment. The Wynyard CLTP facility will use up to 5m3 per year of urethane adhesive, 
classified as hazardous. Other hazardous materials may be required in small volumes for 
operation, cleaning and maintenance during processing. These include LPG fuel for forklifts, 
cleaning products, oils and solvents.   

External areas of the site drain to the municipal stormwater system, and there is the risk that if 
spilled on site, hazardous substances could be washed into the stormwater system and pollute 
watercourses.  

Management measures proposed in EER 

• The urethane adhesive used in the manufacturing process will be stored in a sealed, fully 
ventilated and bunded shipping container.  

• Fugitive dust emissions will be managed to prevent material collecting on the ground and being 
washed into the sewer. All the areas that generate sawdust and other residues will be inside 
the buildings.  

• LPG fuel for the forklifts will be stored on site in a designated locked area with suitable 
bunding. Refuelling of forklifts will be undertaken by suitably trained staff in a bunded location 
isolated from stormwater drainage.  

• All operational areas of the Project Site will be paved and cleaned regularly to prevent the 
accumulation of dirt and dust.  

• Spill kits will be accessible at several locations around the Project Site. In the event of a fuel 
or oil spill, drains will be isolated to prevent contaminants entering the stormwater systems.  

• Any other hazardous materials will be stored in appropriate secured locations. 

Public and agency comment 

There were no public or agency comments. 

Evaluation 

The management measures proposed are considered appropriate to minimise the risk of 
environmental harm caused by storage and potential spills of hazardous substances on site, and 
will be required by permit conditions H1 and H2. Condition H1 requires that hazardous 
materials are stored in containment systems and managed to prevent discharge or emission to 
the environment. Condition H2 requires appropriate spill kits to assist with containment of 
spills.   

In addition, LO2 is included which provides information on the proponent’s responsibilities under 
relevant legislation relating to hazardous materials including the work Health and Safety Act 2012 
and any subordinate legislation.  
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Conclusion 

The proponent will be required to comply with the following conditions: 

H1 Storage and handling of hazardous materials 

H2 Spill kits 

Other information included in the permit:  

LO2 Storage and handling of dangerous goods, explosives and dangerous substances 
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Issue 4: Waste Management 

Description of potential impacts 

The Wynyard CLTP Facility will produce solid wastes in the form of timber offcuts and sawdust. 
The EER states that some of the timber waste will contain residues of glue, considered non-
hazardous and inert once cured. Excessive waste accumulation and generation can increase the 
risk of environmental contamination if released to the environment, and result in unnecessary 
disposal to landfill. Sawdust and other production residues also have the potential to cause 
environmental harm if spilled and released to the aquatic environment. 

Management measures proposed in EER 

• The creation of timber offcuts is minimised in the CLTP and GLT manufacturing processes, as 
the products can be assembled from smaller pieces of timber 

• Dust from the dust collection system will be vacuum loaded into sealed / covered waste skips. 
The plant area floor will be swept regularly and the sweepings deposited to the sealed bins. 

• All waste will be removed by a licenced contractor (expected maximum of 1236m3 per year 
non-hazardous waste) 

• Product development will occur during the first year of production, during which the 
proponent will investigate waste minimisation options.  

Public and agency comment 

There were no public or agency comments.  

Evaluation 

The management measures detailed are considered appropriate to minimise accumulation of 
sawdust as a solid waste on site. However, it is important to ensure there is a process in place to 
ensure waste is categorised, stored and disposed of properly in accordance with best practice 
environmental measures.  In addition to proposed measures, Condition WM1 will require the 
development, submission and implementation of a Timber Waste Management Plan within 60 days 
of date of issue of this notice.  

The plan will require details on how timber waste potentially contaminated with glue residues will 
be treated appropriately, how potential release of contaminants to the environment will be 
prevented, and details of how waste will be disposed of suitably. The proponent is also reminded 
of obligations under the Environmental Management and Pollution Control (Waste Management) 
Regulations 2010.  

The management measures proposed to investigate waste minimisation options are supported 
and consistent with the waste management hierarchy, OI1, detailed in the information section of 
the permit.  
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Conclusion 

The proponent will be required to comply with the following condition: 

WM1 Timber Waste Management Plan 

Other information included in the permit:  

OI1 Waste management hierarchy 
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Issue 5: Decommissioning and rehabilitation 

Description of potential impacts 

Timber processing operations have the potential to cause ongoing environmental impacts after 
cessation if not appropriately decommissioned, through release of contaminants to the 
environment. The Wynyard CLTP site is leased with buildings and services, and the project life is 
estimated to be six years.  

Management measures proposed in EER 

• At the end of the project life (estimated at 6 years), the proponent will remove all machinery, 
materials and waste. 

• The buildings will be cleaned and returned to the lessors in an agreed condition suitable for 
future use. 

Public and agency comment 

None.  

Evaluation 

The management measures proposed in the EER are considered appropriate for the management 
of decommissioning and rehabilitation upon permanent closure of the facility, and will be required 
by permit conditions DC1 and DC2. Condition DC1 is required to ensure a Decommissioning 
and Rehabilitation Plan (DRP) is submitted to the Director within 30 days of the Director being 
notified of the planned cessation of the activity. Condition DC2 is required to ensure the 
rehabilitation of the site following permanent cessation. Conditions DC3 is required to ensure 
the proponent notifies the Director of the permanent cessation of the activity and condition 
DC4 requires notification where a temporary suspension of the activity is likely to occur. 

Conclusion 

The proponent will be required to comply with the following conditions: 

DC1 DRP requirements 

DC2 Rehabilitation following cessation  

DC3 Notification of cessation  

DC4 Temporary suspension of the activity 
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7 Other Issues 

Transport Impacts 

While the impact of traffic on noise levels, air emissions and natural values is within the scope of 
the Board’s assessment under the EMPC Act, the issue of increased traffic in regard to network 
capacity, access functionality and road condition is within the scope of Waratah Wynyard 
Council’s assessment under the Waratah-Wynyard Interim Planning Scheme 2013. Any relevant 
permit conditions would be applied by Waratah Wynyard Council in its planning permit. 
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8 Report Conclusions 

This assessment has been based on the information provided by the proponent, CLTP Panel 
Products Pty Ltd in the permit application, and the case for assessment (the EER). 
 
This report incorporates specialist advice provided by EPA Tasmania scientific specialists and 
regulatory staff.  
 
It is concluded that: 
 

1. the RMPS and EMPCS objectives have been duly and properly pursued in the assessment of 
the proposal; 

2. the assessment of the proposed activity has been undertaken in accordance with the 
Environmental Impact Assessment Principles; and 

3. the proposed activity is capable of being managed in an environmentally acceptable manner 
such that it is unlikely that the objectives of the Environmental Management and Pollution 
Control Act 1994 (the RMPS and EMPCS objectives) would be compromised, provided that 
the Permit Conditions - Environmental No. 10213  appended to this report are imposed and 
duly complied with. 

 

9 Report Approval 

Environmental Assessment Report and conclusions, including environmental conditions, 
adopted: 

 

 
Wes Ford 

DIRECTOR, ENVIRONMENT PROTECTION AUTHORITY 

Acting under delegation from the Board of the Environment Protection Authority 

 

Date: 25 October 2019 
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10 References 

GHD; CLTP Panel Products Pty Ltd - Wynyard CLTP Facility Environmental Effects Report (August 2019), 
Tasmania. 

EPA Tasmania, Environmental Guidelines for Wood Processing (2018), available at 
https://epa.tas.gov.au/regulation/industrial-activities/wood-processing 

Environmental Management and Pollution Control (Waste Management) Regulations 2010, 
available at https://www.legislation.tas.gov.au 

 
 

  

https://epa.tas.gov.au/regulation/industrial-activities/wood-processing
https://www.legislation.tas.gov.au/view/html/inforce/current/sr-2010-104
https://www.legislation.tas.gov.au/
https://www.legislation.tas.gov.au/
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11 Appendices 

Appendix 1 Table of proponent commitments 
 
Appendix 2 Permit conditions 
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Appendix 1 – Summary of public representations and agency submissions 

 
Number Commitment Completion Date 

1 An Operational Environmental Management Plan (EMP) 
will be prepared and submitted to the Director, EPA 
within 3 months of project approval. 

During operation 

2 An online complaints register to monitor and address any 
dust, noise or other complaints will be maintained. 

During operation 

3 Production will be restricted to 0700 - 1700 Monday to 
Friday. 

During operation 

4 Hydrocarbon spill kits will be present onsite During operation 

5 LPG fuel for the forklifts will be stored on site in a 
designated locked area with suitable bunding. Refuelling 
of forklifts will be undertaken by suitably trained staff in 
a bunded location isolated from stormwater drainage. 

During operation 

6 The site will be decommissioned and returned to original 
condition to the satisfaction of the landowner at the end 
of operations. 

Closure 
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Appendix 2 – Permit Conditions 
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Guidance for Land Use Planners on Environmental Impact Assessments conducted by the EPA Board, May 2018 
 
2
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