
 

Environmental Assessment Report – W Johnston – Kryden Quarry Intensification, Meander 26 

7 Issues not assessed by the Board 

No other issues have been raised during the assessment process. 
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8 Report Conclusions 

This assessment has been based on the information provided by the proponent, Wayne Johnston, 

in the permit application and the case for assessment (the EER). 

 

This report incorporates specialist advice provided by EPA scientific and regulatory staff, the 

Department of Natural Resources and Environment Tasmania, and other government agencies. 

 

It is concluded that: 

 

1. the RMPS and EMPCS objectives have been duly and properly pursued in the assessment of 

the proposal; and 

2. the assessment of the proposal has been undertaken in accordance with the Environmental 

Impact Assessment Principles; and 

3. the proposal is capable of being managed in an environmentally acceptable manner such 

that it is unlikely that the RMPS and EMPCS objectives would be compromised, provided 

that the Permit Conditions - Environmental No. 11111 appended to this report are 

imposed and duly complied with. 
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9 Report Approval 

Environmental Assessment Report and conclusions, including environmental 

conditions, adopted: 

 

 

Martin Read 

EXECUTIVE DIRECTOR, ENVIRONMENTAL ASSESSMENTS 

Acting under delegation from the Board of the Environment Protection Authority 

 

Date: 9 August, 2022 
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Appendix 1: Summary of public and agency submissions 

Table 1: Matters raised during public consultation period 

Representation 

No. / Agency 

Comments and Issues Further 

Information 

Requested 

EPA Comments 

Conservation 

Assessments 

Section (CAS), 

NRET 

Natural Values Surveys 

CAS notes that EER states that minor native vegetation clearance will be required 

for Block 4 and Block 5 as illustrated in Figures B-6d and Figure B-6e occurring in 

approximately 2026 and 2027. CAS recommends preclearance surveys for Block 4 

and Block 5 if they require native vegetation clearance after 2024; as CAS 

considers all surveys over two years old to be out of date, due to the potential for 

changes in the environment where additional threatened species may now present, 

or the potential take may have increased or decreased at the proposed location. 

  

The EER indicates that the vegetation is different to what is listed on TASVEG; 

however, the report sometimes refers to DAM and sometimes DOB, for example 

p50 (map) = DAM, p69 = DAM, p71 = DOB, p88/89 = DOB). CAS recommends 

that the EER be updated to accurately reflect ground truthing of native vegetation. 

  

Geoconservation 

The EER indicates that the proposal is located within a limestone karst area. Based 

on the information provided, the risk of karst complications is assessed as low in 

this case. However, given the presence of karst in Golden Valley Group limestone 

at Golden Valley, CAS recommends that the proponent report karst features 
which may be encountered during quarrying, as per practices adopted at other 

limestone quarries. 

  

Threatened Fauna 

The EER on page ten states that 20 loads delivered per day (daily truck 

movements) for a 6-day week within the operating hours of 0600 – 1700 Monday 

No CAS comments are 

incorporated into the 

evaluation on potential 

impacts on biodiversity 

and natural values (Issue 

5) and weed and disease 

management (Issue 6). 
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Representation 

No. / Agency 

Comments and Issues Further 

Information 

Requested 

EPA Comments 

to Saturday and 0700 – 1600 Sundays. Please note Tasmanian Devil Survey Guidelines 

and Management Advice for Development Proposals (The Devil Guidelines) considers 

night time as between one hour before dusk and hour after dawn. Kryden quarry's 

current daily truck movement are unknown, and it is unclear whether roadkill 

mitigation measures are currently being implemented. If there is going to be an 

increase of night-time traffic of more than 10%, this is considered significant 

regarding likely impacts on the Tasmanian devil (Sarcophilus harrisii).  CAS supports 

the EER recommendations for roadkill management and it is recommended that 

roadkill mitigation measures be implemented in accordance with the Devil 

Guidelines available at https://nre.tas.gov.au/conservation/development-planning-

conservation-assessment/survey-guidelines-for-development-assessments. 

  

Weeds and Diseases 

CAS notes the increased quarry activity proposed elevates the risk of weed 

infestation and dispersal.  There are numerous weeds declared under the Weeds 

Management Act 1999 recorded within 5km of the mining lease boundary. CAS 

supports the EER commitment to develop and implement a Weed and Pathogen 

Management Plan, in accordance with  DPIPWE (2015) Weed and Disease Planning 

and Hygiene Guidelines - Preventing the spread of weeds and diseases in Tasmania. The 

EER states that the development proposal is not within a Phytophthora cinnamomi 

(PC) management zone, with no signs of PC observed; however, CAS notes that 

the EER identified susceptible native flora species within the native vegetation that 

supports habitat values for threatened species. CAS recommends that the Weed 

and Pathogen Management Plan includes measures to stop the introduction and 

spread of PC to the site. Practical information on how to minimise the risks of 

introducing and spreading PC can be found in the manual Keeping it clean - A 

Tasmanian field hygiene manual to prevent the spread of freshwater pests and 

pathogens.  

https://nre.tas.gov.au/conservation/development-planning-conservation-assessment/survey-guidelines-for-development-assessments
https://nre.tas.gov.au/conservation/development-planning-conservation-assessment/survey-guidelines-for-development-assessments
https://dpipwe.tas.gov.au/invasive-species/weeds/weed-hygiene/weed-and-disease-planning-and-hygiene-guidelines
https://dpipwe.tas.gov.au/invasive-species/weeds/weed-hygiene/weed-and-disease-planning-and-hygiene-guidelines
https://dpipwe.tas.gov.au/Documents/15130802_52keepingitcleanspreadswe.pdf
https://dpipwe.tas.gov.au/Documents/15130802_52keepingitcleanspreadswe.pdf
https://dpipwe.tas.gov.au/Documents/15130802_52keepingitcleanspreadswe.pdf
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Representation 

No. / Agency 

Comments and Issues Further 

Information 

Requested 

EPA Comments 

Mineral 

Resources 

Tasmania (MRT), 

Department of 

State Growth 

MRT noted a discrepancy as to the shape of the Mining Lease and the shape of 

what is defined as “the Land” from the EER permit point of view.  It appears that 

this is done to factor in the road access to Nuttings Road and to facilitate an area 

which is for the construction of a sediment retention pond.  The proponent will 

need to resolve this matter with MRT. 

No This is a matter for 

MRT 
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Appendix 2: Table of proponent management measures 

Table 1: Proponent management measures (Table 6 of EER)  

No. Description Timeframe EER Reference 

 

 

1 

Roads within the boundary of the premises will be watered or sealed to minimise the risk 

of environmental nuisance. Trucks will utilise proven dust control measures such as 

tarpaulins, load dampening when travelling by public roads and carrying loads containing a 

significant quantity of material that passes a 4‐millimetre sieve. 

 

 

 

 

 

 

Ongoing from project 

commencement 

 

 

 

 

 

 

C.1 AIR EMISSIONS ‐ 
DUST 

 

 

 

 

2 

Standard industry practice for dust control will be applied – 

• Raw material to have a suitable water content level prior to crushing and/or to 

utilise the installed sprayers on the output chute to minimise dust emissions from 

an otherwise dry product. Water will be accessed from the sediment basin or 

obtained with a dedicated water tanker. 

• Establish grass/vegetative cover on bare soil areas to minimise wind erosion. 

 

 

3 

 

A sediment pond of at least 500m3 capacity (a pond surface area of at least 500m2) will be 

established and cleaned out every 5 to 7 years to maintain capacity. 

 

Prior to the opening 

of the extraction face 

 

 

 

 

 

C.2 WATER QUALITY 

(SURFACE, 

DISCHARGE AND 

GROUNDWATER) 

 

4 

 

No chemicals, fuels or oils will be stored within the pit overnight and refuelling of 

equipment will be carried out using a mobile tank on a trailer or by a fuel pod 

transported in a 4WD utility. 

 

 

 

 

Ongoing from project 

commencement 
 

5 
Cut‐off drains and drains around and internal to the Quarry will be maintained and 

additional drains constructed where required to direct catchment runoff around the 

Quarry. 

 

6 
Access road drains, culverts, spoon‐drains, and other water shedding devices will be 

checked quarterly and maintained as required to minimise sediment release into 

stormwater. 
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7 

Sediment accumulation rates in the sediment ponds will be monitored and the maintenance 

program revised as required – conducted quarterly. Accumulated sediment will be reused 

as part of the saleable product or for application onto disused areas as part of site 

rehabilitation. 

  

 

8 

 

The Quamby mudstone geological unit will be avoided, as far as reasonably practical. 

 

 

 

9 

Hours of operation are to be restricted to 

• 0600 – 1700 Monday to Saturday (From 0600 to 0700 hrs there will only be loading 

and carting of material from the Quarry; no screening, crushing, drill/blast) 

• 0700 – 1600 Sundays and Statewide public holidays (there will only be loading and 

carting of material from the Quarry; no screening, crushing, drill/blast) 

 

 

 

 

 

Ongoing from project 

commencement 

 

 

 

 

 

C.3 NOISE 

EMISSIONS 

 

10 

Access tracks and haul roads will be well maintained to prevent corrugation that contributes 

to truck noise, and truck drivers should be encouraged, where possible, to use access 

roads which have the least impact on the community. 

 

11 

No machinery servicing, except for emergency repairs or service requirements, will be 

conducted within the quarry. Wastes generated from machinery repairs will be disposed 

of at a permitted refuse disposal site. 

 

 

 

 

Ongoing from project 

commencement 

 

 

 

 

C.4 WASTE 
 

12 
General refuse (e.g., food wrappers) will be collected in waste bins provided on‐site for 

general refuse. 

 

13 
Redundant crushing consumables (e.g., screens, miscellaneous parts) will be 

removed for disposal/recycling. 

 

14 
Weed spraying chemicals will be handled, used, and disposed of in accordance with the 

manufacturer’s directions and relevant regulations. 

 

 

Ongoing from project 

commencement 

 

C.5 

ENVIRONMENTALL

Y HAZARDOUS 

GOODS 

 

15 
When in the Quarry, fuel and oil containers will be contained in double skinned/bunded 

pods fitted with a trigger hose with automatic shut off function to avoid a large spillage. 

They will be located at 
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  least 10 m from any drain and the sediment pond and will be bunded (moveable bunds) to     

a capacity at least 1.5 times the volume of the container. 

  

 

16 
One hydrocarbon spill kit will be stored at the Quarry to use in the event of a spillage and 

will be replaced as and when required. 

 

 

17 

The management approach for internal road use is – 

• Undertake education and awareness training for truck drivers accessing the Quarry, 

and 

• Limit internal road speed to 20 km/hr from dusk to dawn. 

 

Ongoing from project 

commencement 

 

C.7 

NATURA

L VALUES 

 

 

18 

 

A Weed and Pathogen Management Plan will be developed and implemented as part of 

the quarry operation guided by the Weed and Disease Planning and Hygiene Guidelines ‐ 
Preventing the spread of weeds and diseases in Tasmania (Department of Primary Industries, 

Parks, Water and Environment, 2015). 

 

WPMP submitted to 

EPA within 60 days of 

permit being granted 

 

 

 

 

 

C.6 WEEDS, PESTS 

AND 

PATHOGENS 

 

19 

 

A Weed Spraying Program will be developed in consultation with a weed spraying 

contractor who will implement the program. 

 

Ongoing from the 

EPA approval of the 

WPMP 

 

20 

 

Heavy machinery will be brought into the quarry in a clean condition; free of weed 

propagules, clods of dirt and vegetative matter. 

 

Ongoing from project 

commencement 

 

21 

 

If dust is observed to be creating a nuisance, the Proponent will use dust suppression 

techniques until such time as the adverse weather conditions subside. 

 

 

 

Ongoing from project 

commencement 

 

 

 

 

C.9 MONITORING 
 

 

22 

 

Sediment traps will be monitored to ensure the total capacity of the impoundment is not 

reduced by more than half. If accumulated sediment is excessive, the trap will be cleared 

out and the spoil set aside with overburden to be blended with product or used in future 

rehabilitation works. 
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Appendix 3: Permit Conditions – Environmental No: 11111 

 

 

 

 

 

 

 

 

 

 

 

 











M3 Samples and measurements for monitoring purposes
1 Any sample or measurement required under these conditions must be taken and

processed in accordance with the following:
1.1 sampling and measuring must be undertaken by a person with training,

experience, and knowledge of the appropriate procedure;
1.2 the integrity of samples must be maintained prior to delivery to a testing facility;
1.3 sample analysis must be conducted by a testing facility accredited by the National

Association of Testing Authorities (NATA), or a testing facility approved in
writing by the Director, for the specified test;

1.4 details of methods employed in taking samples and measurements and results of
sample analysis, and measurements must be retained for at least three (3) years
after the date of collection; and

1.5 sampling and measurement equipment must be maintained and operated in
accordance with manufacturer's specifications and records of maintenance must
be retained for at least three (3) years.

Noise Control

N1 Noise emission limits
1 Noise emissions from the activity at any noise sensitive premises in other ownership

and expressed as the equivalent continuous A-weighted sound pressure level must not
exceed:
1.1 45 dB(A) between 0700 hours and 1900 hours (Day time); and
1.2 40 dB(A) between 1900 hours and 2200 hours (Evening time); and
1.3 35 dB(A) between 2200 hours and 0700 hours (Night time).

2 Where the combined level of noise from the activity and the normal ambient noise
exceeds the noise levels stated above, this condition will not be considered to be
breached unless the noise emissions from the activity are audible and exceed the
background noise levels by at least 5 dB(A).

3 The time interval over which noise levels are averaged must be 10 minutes or an
alternative time interval specified in writing by the Director.

4 Measured noise levels must be adjusted for tonality, impulsiveness, modulation and low
frequency in accordance with the Tasmanian Noise Measurement Procedures Manual.

5 All methods of measurement must be in accordance with the Tasmanian Noise
Measurement Procedures Manual.

N2 Operating hours
1 Unless otherwise approved by the Director, activities associated with:

1.1 the extraction of rock, gravel, sand, clay or minerals, and screening/crushing must
not be undertaken outside the hours of 0700 hours to 1700 hours Monday to
Saturday.

1.2 the loading and carting of material must not be undertaken outside the hours of
0600 hours to 1700 hours Monday to Saturday, and 0700 to 1600 hours Sundays
and public holidays that are observed Statewide (Easter Tuesday excepted).

Operations

OP1 Machinery washdown
Prior to entering The Land, machinery must be washed in accordance with the Weed and
Disease Guidelines, or any subsequent revisions of that document.

PCE 11111 (r1) 12/16

DELEGATE FOR THE BOARD OF THE ENVIRONMENT PROTECTION AUTHORITY 09 August 2022



 

 

Guidance for Land Use Planners on Environmental Impact Assessments conducted by the EPA Board, May 2018 
 
2
 
  

 

 

 

 

 

 

 

 

 




